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10EX1010
1.0” X 1.0” T-SLOTTED ALUMINUM EXTRUSION

10EX1020
1.0” X 2.0” T-SLOTTED ALUMINUM EXTRUSION

10EX1030
1.0” X 3.0” T-SLOTTED ALUMINUM EXTRUSION

10EX1010 T-SLOTTED EXTRUSION

MATERIAL 6063-T6

FINISH
CLEAR ANODIZE

204R1 / .0004dp

SURFACE HARDNESS 250HV

WEIGHT PER FOOT .532 LBS

STOCK LENGTHS

97” +/- .125

145” +/- .125

194” +/- .125

MOMENT OF INERTIA
IX = .0463”4

IY = .0463”4

ESTIMATED AREA .443 SQ. IN.

10EX1020 T-SLOTTED EXTRUSION

MATERIAL 6063-T6

FINISH
CLEAR ANODIZE

204R1 / .0004dp

SURFACE HARDNESS 250HV

WEIGHT PER FOOT .954 LBS

STOCK LENGTHS
97” +/- .125

145” +/- .125

MOMENT OF INERTIA
IX = .0834”4

IY = .3137”4

ESTIMATED AREA 0.795 SQ. IN.

10EX1030 T-SLOTTED EXTRUSION

MATERIAL 6063-T6

FINISH
CLEAR ANODIZE

204R1 / .0004dp

SURFACE HARDNESS 250HV

WEIGHT PER FOOT 1.800 LBS

STOCK LENGTHS

97” +/- .125

145” +/- .125

294” +/- .125

MOMENT OF INERTIA
IX = .1202”4

IY = .9769”4

ESTIMATED AREA 1.146 SQ. IN.
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